
Self-Flushing Emitter 

The Pepco Self-Flushing Pressure Compensating Emitter is designed to use in dirty water appli-

cations. The Self-Flushing Emitter is available in single and dual-outlet models. The Self-Flushing 

Emitter has flow rates available in 1 GPH and 2 GPH per outlet with an operating pressure 

range from 20 PSI to 70 PSI. 

♦ Primary Application: Designed for trees shrubs, flower pots, and other individual plants.  

♦ The self-flushing pressure-compensating emitter will deliver true uniform distribution of wa-

ter across a wide pressure range from 20 PSI to 70 PSI.  

♦ The emitter includes two color-coded models to identify various flows. Black: 1 GPH; and 

Green: 2 GPH.  

♦ The emitter is designed with a 1/4" barbed inlet and a 3/16" compression type outlet.  

♦ The Single and Dual Emitter use P185 or P185V tubing on the outlet side as a porting 

tube.  

♦ The Self-Flushing emitter requires a 150-mesh screen filter.  

♦ The emitter is constructed of UV, sunlight-resistant, chemical-resistant, non-corrosive mate-

rial.  

♦ Each outlet supplied with bug cap(BC185) that can be placed on emitter or on end of 

porting tube.  

♦ For use with problem water situations.  

♦ Pepco's New Liquid Silicone Rubber Dia-

phragm: Emitter Diaphragms manufactured by 

Pepco are injection molded from Liquid Silicone 

Rubber.  This process maintains strict quality con-

trol over material composition, tolerances, and 

diaphragm elasticity, which will ensure pressure 

compensation, uniform water application, and 

long lasting high quality emitters. For the Irrigation 

Designer, the main benefits of Pepco Diaphragms 

are that they remain flexible, will not harden over 

time, and will continue to work according to the 

catalog specification.    
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Description Model 

1 GPH Black, Single STF1 

2 GPH, Green, Single STF2 

1 GPH Black, Double STFD1 

2 GPH, Green, Double STFD2 
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