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Wadeline PC 

Over the years, the Micro-Flapper has represented a high performance value in its 
class.  Consistently one of the most reliable performers in pressure compensated 
drip irrigation; the MF series pressure compensating emitter has been further im-
proved by a new inside-the-pipe configuration. Ideal for vineyard and other perma-
nent crop applications with long run lengths or uneven terrain where excellent 
uniformity, durability and longevity is required along with clogging resistance and 
low maintenance, in an economical package. 

♦ Unique automatic purging silicone elastomer diaphragm design. 

♦ Accurate and consistent flow rates from emitter to emitter for excellent system 

uniformity. 

♦ Automatic 5-fold increase in emission path diameter purges emitter during start 

up and shut down.  Completely flushes out any trapped particles, making MF 

series emitter systems easy to maintain and operate. 

♦ Emitter design is pressure compensating with little change in flow with chang-

ing pressure.  Makes design of a uniform and efficient irrigation systems easier 

over a wide range of terrain regardless of large differences in elevation or with 

long hose lengths. 

♦ Operating pressure range of emitters is low (down to 8 PSI) for reduced pump-

ing cost. 

♦ Many years of use have shown the silicone diaphragm to be resistant to fertiliz-

ers and other agrichemicals. 

♦ In-line emitter - permanently bonded inside the hose as the hose is made. 

♦ Emitters cannot be damaged or pulled out during shipment or handling 

Features 

Specifications 

1000 ft. Roll of  Wadeline PC 

Range of operating pressure:  8-60 PSI  
Emitter Available in Models: 1/2 GPH, 3/4 GPH, 1 GPH, 2 GPH, & 3 GPH 

Tubing is available : 18 MM,20 MM 

Manufacturer’s CV: 5% 

Mesh Filter requirements:  155 mesh  (approx. .003”)  
Material of Hose: 100% Dow 7510 Low-Density Polyethylene Resin 

Micro-Flapper Technology Inside 

Now this new pressure compensating 

cylindrical emitter from Wade Rain comes 

with an inserted Micro-Flapper. The tested 

and proven Micro-Flapper provides out-

standing pressure compensation perform-

ance for dripperline applications.  

Flushing Action 

Diagram shows the increase in diameter 

of emitter during start-up and shutdown to 

allow complete flushing. 
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18 MM Model Numbers & Description 

Model Number Description Nominal Flow Coil Length 

WPC6272-2-XY 18 MM hose, 2 LPH flow rate .53 GPH 1000’ 

WPC6272-3-XY 18 MM hose, 3 LPH flow rate .75 GPH 1000’ 

WPC6272-4-XY 18 MM hose, 4 LPH flow rate 1.1 GPH 1000’ 

WPC6272-8-XY 18 MM hose, 8 LPH flow rate 2.2 GPH 1000’ 

WPC6272-12-XY 18 MM hose, 12 LPH flow rate 3.2 GPH 1000’ 

X= Choose Spacing, Y= Choose Coil Length 

20 MM Model Numbers & Descriptions 

Model Number Description Nominal Flow Coil Length 

WPC6272-2-XY 18 MM hose, 2 LPH flow rate .53 GPH 1000’ 

WPC6272-3-XY 18 MM hose, 3 LPH flow rate .75 GPH 1000’ 

WPC6272-4-XY 18 MM hose, 4 LPH flow rate 1.1 GPH 1000’ 

WPC6272-8-XY 18 MM hose, 8 LPH flow rate 2.2 GPH 1000’ 

WPC6272-12-XY 18 MM hose, 12 LPH flow rate 3.2 GPH 1000’ 

X= Choose Spacing, Y= Choose Coil Length   

Models & Descriptions 

1000 ft. Roll of  18 MM PC Wadeline 

1000 ft. Roll of  20 MM PC Wadeline 

Performance 

Wadeline PC Emitter uses the Micro-Flapper Diaphragm 


